Temperature Controllers

ESM-4410 ESM-7710 ESM-9910
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> ON/OFF Control Form

Specifications

PTC, NTC, PT-100, PT-1000 thermoresesistances input types
Fe-Const (J), NiCr-Ni (K) thermocouples input types
Operating Type Selection with Hysteresis

Adjustment of Temperature Offset Value

Minimum Pulling Time Adjustment for Control Outputs
Password Protection for Programming Section

Technical Specification

Accuracy: +1%of scale

Cold Junction Gompensation: Automatically + 0.1°C/1°C
Sensor Break Protection: Upscale

Sampling Cycle: 3 samples per second

ESM-4410 (48x48x95 mm)
ESM-7710 (72x72x95,5 mm)
ESM-9910 (96x96x96 mm)

Supply Voltage

24Vac/dc 50/60 Hz (-%15; +%10)
24Vac 50/60 Hz (-%15; +%10)
115Vac 50/60 Hz (-%15;+%10)
230Vac 50/60 Hz (-%15;+%10)

BC Input

a A W N D>

15 PTC (-19.9...99.9°C)

14 Pt 1000, (-50...400°C)
13 Pt 1000, (-19.9...99.9°C)
18 NTC (-50...100°C)

19 NTC (-19.9...99.9°C)

05 J, Fe CuNi IEC584.1(ITS90)
10 K, NiCr Ni IEC584.1(ITS90)
03 Pt 100, (0...400°C)

09 Pt 100, (-19.9...99.9°C)
12 PTC (-50....130°C)

Digital ON/OFF
Temperature Controllers

Temperature Controller

!

www.emkoelektronik.com.tr

ESM-TT10

Sensor Input

“J”Fe-CuNi,
“K”NiCr-Ni,
Pt-100, Pt1000
PTC veya NTC

ESM-4410
ESM-7710
ESM-9910
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PTC-M6L40.K1.5
(PTC Air Probe 1.5 m silicon cable)

PTCS-M6L30.K1.5.1/8”
(PTC Liquid Probe with 1.5 m silicon cable)

NTC-M5L20.K1.5
(NTC Probe thermoplastic moulded with 3
1.5m cable for cooling application)

NTC-M6L50.K1.5
(Metal protective tubular, 1.5 m wired NTC probe)

Process Output (ESM-9910, ESM-7710 for devices) FG

None 0
Relay Output : (7A @ 250Vac) 1

SSR Output Module (Max.23mA @15Vdc) 2

Process Output ' E

Relay Output: (7A @ 250Vac) 1
SSR Output Module (Max.23mA @15Vdc) 2




