
DWPM1
Metal Case
Draw W�re Potent�ometer

0-10V VOLTAGE OUTPUT

0-20mA / 4-20mA CURRENT OUTPUT
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Iout  : Yellow
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POTENTIOMETRIC OUTPUT

+V   : Brown

Vout : Yellow

0V   : Blue

+V   : Brown

0V   : Blue

+V   : Brown

Vout : Yellow

0V   : Blue

Model L�near�tyMeasurement stroke

100 mm
300 mm
500 mm
700 mm

1200 mm

Output

  5K: 5 Ω
10K: 10 Ω
V10: 0 - 10 V
I  4 : 4 - 20 mA
I 20: 0 - 20 mA

DWPM 100 D 5K 2M5

Connector / Cable

R: Rad�al

R

DWPM

Cable output

2M5: 2,5 meter cable
5M  : 5 meter cable
8M  : 8 meter cable
10M: 10 meter cable

D: 0,5%

Techn�cal Spec�f�cat�ons
Type of measurement
L�near�ty
Measurement stroke

Output type
Output s�gnal type

Supply voltage

Case mater�al

IP degree
Operat�ng temperature

Electr�cal connect�ons

Storage temperature

0,5%
100 ... 1200 mm

Res�st�ve

Voltage d�v�der

24 VDC max.,
15 - 30 V (voltage / current output)

IP 54
O O-20 C ... +80 C

Alum�n�um

2,5m kablo (standard)

O O-30 C ... +90 C

Res�st�ve output,
0 - 10 V,  0 - 20 mA  veya  4 - 20 mA

Mechan�cal Spec�f�cat�ons
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We�ght < 500 gr.

Max. speed 0,5 m/s

Measur�ng strokes 100 ... 1200 mm
5 kOhm / 10 kOhm res�st�ve type or w�th
�nternal voltage / current cond�t�oner c�rcu�t
Easy mount�ng
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Above g�ven techn�cal data are only for �nformat�on purpose. OPKON has r�ght to change product spec�f�cat�ons w�thout not�ce.


